PIN 5 - S CUSTOMER DRAWING
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e ‘ ' NOTES:
20.70 - 1. Electrical
.Contact Resistance:50 mohm maximum
o 20.40 || __ Insulation Resistance: 500MQ Min. ot 500VDC/Minute
(17.50) .Dielectric Withstanding Voltage: At 500VAC/Minute No
Breakdown
14.00 5.80(X2) 2. Mechanical
: 4.55(X2) .Contact Retention Force:500gf/PIN Min.
. 3. Environmental
5-901.40 .Operating Temperature: —25C~+85°C
S of Humidity Range: 10%RH~90%RH
Vi ) @ .Salt Spray: 24 Hours
@9 — 4. Part To Be Free Form Manufacturing Lubricants.
I—ﬁ V 5. To ensure the best usage,please operate it based
PIN 5 PIN 1 on the working height.
6 .RoHs&HF compliant product.
RECOMMEND PCB LAYOUT TOLERANCE:+0.05mm SECTION:A—A 7. FINISHED:
RECOMMEND PCB THICKNESS IS 1.0mm TERMINAL: GOLD Plating 3U" ON ALL AREA,
AND NICKEL UNDER—PLACTED OVERALL;
REV. REVISION RECORD DATE GENERAL TOLERANCES | SCALE: 3:1 NAME DATE PART.NO:
A ERRRAT 06/03-16’ @—G LINEAR ANGLES W W-00-9137-0500
APPROVED e . —
B SR N0, 5m 06/30-16’ 00 w030 | s HMERBFREARAH DWG.NO:
UNIT: MM | 000 2020 | xx & 3 | DO TITLE: W-00-9137-0500
SIZE: A4 | 0.000£0.10 | xxX £ 2 DRAWN ROY  [06/30-16 POGO  PIN 5PIN CONNECTOR REV: B ‘SHEET: 1/1
w | 2 | 3 4 6 | 7 | 8




